
Spec. Gravity 15°C            DIN 51757         g/ml 0,8696

Colour                        DIN ISO 2049      4,3

Viscosity Ubbelohde 100°C     DIN 51562-1       mm²/s 14,935

Viscosity Ubbelohde 40°C      DIN 51562-1       mm²/s 99,389

Viscosity Index               DIN ISO 2909      157_______________________________________________________________________

We confirm that the certificate displays all agreed characteristics.

Any unauthorized alteration, forgery or duplication of the content is not allowed and unlawful.

Person in charge: P. Elleser, laboratory manager
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Certificate of Analysis

2016-07-15

QS-Labor Mannheim

Phone No +49(621)3701-1685
Fax No +49(621)3701-7685
eMail Peter.Elleser@Fuchs-Schmierstoffe.de

FUCHS SCHMIERSTOFFE GMBH

FUCHS SCHMIERSTOFFE GmbH - D-68169 Mannheim

              ISO/TS 16949:2009

              DIN EN ISO 14001:2004

              BS OHSAS 18001:2007

              REG.NR. 2476

_______________________________________________________________________

Your reference ................... : 2016-06-20 Material No. ..................... : 600639419
Order No. ........................... : 103100249/80 Batch ............................... : 101875278
Delivery No. ....................... : 221509108/10 Quantity ........................... : 60 EA
Customer No. ..................... : 781000924 Dispatch conditions ......... : DE10 Self-Collector
Conditions of delivery ........ :_______________________________________________________________________

Product: TITAN CARGO MC 10W-40          

Test method Specific. Unit Result Range


