
Appearance                    DIN 10964         pass bright & clear

Density 20°C                  DIN EN ISO 12185  kg/m³ 1075 1065-1085

Colour                        DIN 10964         pass light yellow

Wet boiling point             ISO 4925          Celsius 188 min. 180

Boiling point                 ASTM D 1120       Celsius 270 min. 260

Viscosity kV -40°C            DIN EN ISO 3104   mm²/s 1260 max. 1400

Viscosity kV 100°C            DIN EN ISO 3104   mm²/s 2,388 2,000-2,600

Water content KF coul         DIN EN ISO 12937  %(mass) 0,11 max. 0,20

pH-value                      ISO 4925          8,0 7,0-11,5_______________________________________________________________________

We confirm that the certificate displays all agreed characteristics.

Results of third party laboratories are marked with (*).

Any unauthorized alteration, forgery or duplication of the content is not allowed and unlawful.

Person in charge: T. Deckstein, laboratory manager
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The data reported on this Document have been electronically validated.
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QS-Labor Dormagen

Phone No +49(2133)2794-13

FUCHS SCHMIERSTOFFE GMBH

FUCHS SCHMIERSTOFFE GmbH - D-68169 Mannheim

_______________________________________________________________________

Your reference ................... : Pentosin products 20 Material No. ..................... : 601102097
Order No. ........................... : 103101780/30 Batch ............................... : 101881439
Delivery No. ....................... : 221523871/30 Quantity ........................... : 1,0 K06
Customer No. ..................... : 781000924 Dispatch conditions ......... : DE10 Self-Collector
Conditions of delivery ........ :_______________________________________________________________________

Product: PENTOSIN SUPER DOT 4 PLUS      

Property Method Unit Result Range


